Letter of Indemnity for the Carriage of Vehicle(s) 
(Not Valid for vehicles powered with Lithium Batteries)

To: Ocean Network Express 
Dear Sirs,

Vessel/Voyage No.  :
Booking Number     :
Container No.          :
Name of Shipper  :
Port of loading         :
Port of discharging  :

We, the undersigned, as the booking party or shipper, hereby declare that vehicles booked by us are categorized into [UN3166,3171,3558] but should not be regarded as dangerous cargo because they fully comply with Special Provision 961 of the IMDG Code 42-24 Amendment.
Reference – SP961
Vehicles are not subject to the provisions of this Code, other than those in P912, SP388 and SP977 when applicable, if any of the following conditions are met:
1. vehicles are stowed on the vehicle, special category and ro-ro spaces or on the weather deck of a ro-ro ship or a cargo space designated by the Administration (flag State) in accordance with SOLAS 74, chapter II-2, regulation 20 as specifically designed and approved for the carriage of vehicles, and there are no signs of leakage from the battery, engine, fuel cell, compressed gas cylinder or accumulator, or fuel tank when applicable. When packed in a cargo transport unit the exception does not apply to container cargo spaces of a ro-ro ship.

2. vehicles powered by a flammable liquid fuel with a flashpoint of 38°C or above, there are no leaks in any portion of the fuel system, the fuel tank(s) contains 450 L of fuel or less and installed batteries are protected from short-circuit;

3. vehicles powered by a flammable liquid fuel with a flashpoint less than 38°C, the fuel tank(s) are empty and installed batteries are protected from short circuit. Vehicles are considered to be empty of flammable liquid fuel when the fuel tank has been drained and the vehicles cannot be operated due to a lack of fuel. Engine components such as fuel lines, fuel filters and injectors do not need to be cleaned, drained or purged to be considered empty. The fuel tank does not need to be cleaned or purged;

4. vehicles powered by a flammable gas (liquefied or compressed), the fuel tank(s) are empty and the positive pressure in the tank does not exceed 2 bar, the fuel shut-off or isolation valve is closed and secured, and installed batteries are protected from short circuit;

5. vehicles solely powered by a wet or dry electric storage battery or a sodium battery, and the battery is protected from short circuit.

6. vehicles solely powered by a sodium ion battery, and the battery is short-circuited in a way that the battery does not contain electrical energy. The short circuiting shall be easily identifiable (e.g., busbar between terminals).

We hereby undertake to indemnify you and/or the Carrier and hold you and/or the Carrier harmless in respect of any liability, loss, damage or expense of whatsoever nature which you and/or the Carrier may sustain as a result of any false, inaccurate or incomplete information herein provided.
Company Name

:

Contact Party

:

Phone Number

:

Date of Signature

:

Yours faithfully,









-------------------------------------------

                                                                                                                                Signature & Stamp
